
Maintenance Allocation Chart 
 

6525-01-303-6235 
X-Ray Process Machine, Model AFP14X3MIL 

 
[C – Operator or Crew; O – Unit Maintenance; DS – Direct Support Maintenance; GS – General Support Maintenance; D – Depot Maintenance] 

 
(1) (2) (3) (4) (5) (6) 

GROUP 
NUMBER 

ASSEMBLY 
GROUP 

MAINTENANCE
FUNCTION 

MAINTENANCE
LEVEL 

TOOLS 
AND 

EQUIPMENT

REMARKS 
 

00 X-Ray Processor Inspect C   

  Test C, O 19 Fluke 80TK thermometer  probe or 
equivalent needed.  (Do not use a mercury 
thermometer; it may break and contaminate 
the tank). 

  Service C   

  Calibrate O 01, 02, 20  

  Replace O 01, 02, 20  

  Repair O 01, 02, 20  

  Overhaul O 01, 02, 20  

  Rebuild D 01, 02, 20  

      

01 Hose connections Inspect C   

  Service O 01, 02  

  Replace O 01, 02  

      

02 Exterior Panel Inspect C   

  Service C   

  Replace O 01, 02  

  Repair O 01, 02  

      

03 Basic Processing System     

0301 Film Transport Inspect C,O   

  Test O 01, 02  

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

  Rebuild D 01, 02  

      

0302 Solution Circulation Inspect C,O   

  Test O 01, 02  

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  
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  Rebuild D 01, 02  

0303 Solution and Wash Water 
Discharge 

Inspect C,O   

  Test O 01, 02  

  Service O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

  Rebuild D 01, 02  

      

0304 Solution Heating Tempering Inspect O   

  Test O 01, 02, 19 Fluke 80TK thermometer  probe or 
equivalent needed.  (Do not use a mercury 
thermometer; it may break and contaminate 
the tank). 

  Service O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

  Rebuild D 01, 02  

      

0305 Dryer System Inspect O   

  Test O 01, 02, 19 Fluke 80TK thermometer  probe or 
equivalent needed.  (Do not use a mercury 
thermometer; it may break and contaminate 
the tank). 

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

0306 Replenishment System Inspect O   

  Test O 01, 02  

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

  Rebuild D 01, 02  
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04 Controls and Indicators     

      

0401 On/Off Power Switch Inspect C, O   

  Test O 01, 02  

  Service O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

      

0402 Mains Indicator Inspect C,O   

  Test O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

      

0403 Feed Indicator Inspect O   

  Test O 01, 02  

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

  Rebuild D 01, 02  

0404 Feed Signal Inspect O   

  Test O 01, 02  

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

0405 Developer Temperature 
Control and Safety 
Thermostat 

Inspect O   

  Test O 01, 02, 19 Fluke 80TK thermometer  probe or 
equivalent needed.  (Do not use a mercury 
thermometer; it may break and contaminate 
the tank). 

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  
  Repair O 01, 02  
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  Overhaul O 01, 02  

0406 Dryer Temperature Control 
and Safety Thermostat 

Inspect O   

  Test O 01, 02, 19 Fluke 80TK thermometer  probe or 
equivalent needed.  (Do not use a mercury 
thermometer; it may break and contaminate 
the tank). 

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

      

0407 Film Detector Inspect O   

  Test O 01, 02  

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

      

0408 Replenisher Pump Inspect O   

  Test O 01, 02  

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  

  Repair O 01, 02  

  Overhaul O 01, 02  

  Rebuild O 01, 02  

      

0409 Wash Water Flow Rate 
Control 

Inspect O   

  Test O 01, 02  

  Service O 01, 02  

  Calibrate O 01, 02  

  Replace O 01, 02  
  Repair O 01, 02  

  Overhaul O 01, 02  

 


